Commander Main JBT.

Deck Conversion

Converting your lower-deck Commander loader to main deck height allows service of

a wider range of aircraft, adding flexibility to your operation without the cost of new

equpment. Upgrade features:

+ Main Deck Scissors

+ Main Deck Ladder

+  Drive Wheel &Tire Assembly

+ All Necessary Electrical and Hydraulic Components

+ Increases service height to 220 inches (5,588mm), allowing service
of main decks of the following aircraft: 707,727,737,747,757,767,
777, MD-11, DC-8, DC-9, DC-10, A-300, A310, A-330

« Maintains full capacity rating of 15,000 Ib. (7,000 kg) on platform

Contact your Parts
Representative today!

Orlando London:
+1 407 8504208 +44 20 8831 2200
Toll Free: 1 800821 3019

Madrid Singapore
+3491 8775 880 +65 6542 9272
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JBTAeroTechDirect.com
Your one-stop online source for genuine JBT AeroTech Parts

www.jbtaerotechdirect.com

USA Spain UK Singapore

7300 Presidents Drive A-2, Km 34 400 658 River Gardens 6 Loyang Lane, #03-00
Orlando, FL 32809 28805 Alcala de Henares North Feltham Trading Est. Young Heng Industrial Building
USA Madrid, Spain Feltham, London Heathrow Singapore 508920

Phone: +1 407 851 3377 Phone: +34 91 8775 880 Middx, TW14 ORB, UK Phone: +65 6542 9255

Fax: +1 407 850 2839 Fax: +34 91 8775 881 Phone: +44 20 8587 0666 Fax: +65 6542 7493

jbtaerotech.gse@jbtc.com Fax: +44 20 8587 0660

Increase the versatility of your JBT AeroTech Commander with a Main Deck Capable Upgrade
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